Pebblecrete Cover

Application Instructions

Preparation: 

The surface to be treated should be clean, dry and free from dirt, flaking paint, oil, grease, laitance (build up of salts on the surface) and other loose material.  For exterior and flooring applications - it is recommended the surface be cleaned with a high pressure cleaner prior to application. Ensure dust is flushed off after cleaning. Ensure loose pebbles are removed 

 

Application instructions:

1. If necessary, tint to desired colour. 

2. Stir product well, removing any dried product. 

3. Pour a small amount of product on to surface. Work in small sections only. 

4. Agitate product and spread over surface with a 

    painters pad or squeegee ensuring maximum surface contact.

 

5. Allow a minimum of 1 hour drying time between coats. 

6. Repeat for second coat

7. A steel trowel or squeegee can be used to apply   the second coat. 

8. If required a third coat can be added in the same way.
 

Drying time

Drying time is determined by thickness of application and weather conditions. As the product is air dried, heat and humidity play a part in the curing process. On cold and wet days the product will take longer to cure. Even in ideal drying conditions, allow a minimum of 1 hour between coats. Depending on depth and weather conditions, product can usually be walked on after 30 minutes. Allow a minimum of 48 hours before subjecting to vehicular traffic. 
Product will be fully cured after 7 days.

 

Coverage

Coverage depends on the size and condition of the 

aggregate as well as the depth of application. At 1mm depth, coverage will be 1m² per litre. Most Pebblecrete surfaces use approximately 1.5 - 2 litres per square metre
Sealing

Sealing is recommended on all surfaces. Particularly on horizontal surfaces and surfaces subjected to foot traffic or staining. Seal with 2 coats of Australian 

Surface Coating’s, Sandstone, Satin or Gloss sealer. 

 

 

Warnings

Do not apply if the air or surface temperature is above 32°c (90°F) or below 5°c (50°).Wear 

protective clothing, as no method is known to 

remove this product from clothing. 

 

 

Clean up

Clean all tools and equipment with fresh water immediately after use. 

 

 

First aid

If splashed in eyes rinse thoroughly with plenty of

running water. Seek medical attention to ensure grains of sand are removed from eye. If swallowed, drink plenty of water and seek medical attention. 

 

Warranty
Limited lifetime warranty. Since use of this product is beyond our control, we cannot assume any risk for results obtained when not used according to our specifications and directions. Product will be replaced if found to be defective.

 

  Only Water based sealers are 

to be used on this product.

 

Proudly Made in Australia exclusively for 

Australian Surface Coatings Pty Ltd

Call 1300 654 801 for Technical Advice.

 

Trade Enquiries Welcome

 

 

